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 Nut Compatibility Chart
Nut Compatibility Chart
            
        	Grade of Bolt	Surface Finish	Nominal Size Inches	A563 Grade and ANSI Nut Style
	Recommended	Suitable
	Hex	Heavy
Hex	Hex	Heavy
Hex
	
A307 Grade A & C
	Any	1⁄4 to 11⁄2	
A
		
B,D,DH
	
A,B,C,D,DH,DH3

	>11⁄2 to 2		
A
	
A
	
C,D,DH,DH3

	>2 to 4		
A
		
C,D,DH,DH3

	
A307 Grade B
	Any	1⁄4 to 11⁄2		
A
	
B,D,DH
	
A,B,C,D,DH,DH3

	>11⁄2 to 2		
A
	
A
	
	>2 to 4		
A
		
	
F3125 A325 Type 1
	Plain	1⁄2 - 11⁄2		
C
		
C3,D,DH,DH3

	Galvanized	1⁄2 - 11⁄2		
DH
		
	
F3125 A325 Type 3
	Plain	1⁄2 - 11⁄2		
C3
		
DH3

	
A354 Grade BC
	Plain	1⁄4 to 11⁄2		
C
	
D,DH
	
C3,D,DH,DH3

	>11⁄2 to 4		
C
		
C3,D,DH,DH3

	Galvanized	1⁄4 to 11⁄2		
DH
		
	>11⁄2 to 4		
DH
		
	
A354 Grade BD
	Plain	1⁄4 to 11⁄2		
DH
	
DH
	
D,DH,DH3

	>11⁄2 to 4		
DH
		
DH3

	
A449
	Plain	1⁄4 to 11⁄2	
B
		
D,DH
	
B,C,C3,D,DH,DH3

	>11⁄2 to 3		
A
		
C,C3,D,DH,DH3

	Galvanized	1⁄4 to 11⁄2		
DH
	
D,DH
	
D

	>11⁄2 to 3		
DH
		
D

	
F3125 A490 Type 1
	Plain	1⁄2 - 11⁄2		
DH
		
DH3

	
F3125 A490 Type 3
	Plain	1⁄2 - 11⁄2		
DH3
		
	
A687
	Plain	5⁄8 - 3		
D
		
DH,DH3

	Galvanized	5⁄8 - 3		
DH
		
	
F1554 Grade 36
	Any	1⁄2 to 11⁄2	
A
		
B,D,DH
	
A,B,C,D,DH,DH3

	>11⁄2 to 4		
A
		
C,D,DH,DH3

	
F1554 Grade 55
	Plain	1⁄2 to 11⁄2	
A
		
B,D,DH
	
A,B,C,D,DH,DH3

	>11⁄2 to 4		
A
		
C,D,DH,DH3

	Galvanized	1⁄2 to 4		
A
		
C,D,DH,DH3

	
F1554 Grade 105
	Plain	1⁄2 to 11⁄2	
D
			
DH,DH3

	>11⁄2 to 3		
DH
		
DH3

	Galvanized	1⁄2 to 3		
DH
		
DH3

	1. Nuts made in accordance with the requirements of Specification A194 Grade 2H and marked with its grade symbol are an acceptable equivalent for Grade DH nuts. (per ASTM A563/A563M-21a, Table X1.1)



ASTM A194 Nut Compatibility Chart

	Grade of Bolt	A194 Heavy Hex Nut Grade
	A193 Grade B7	2H or 4 or 7
	A193 Grade B8 (Class 1 and 2)	8
	A193 Grade B8M (Class 1 and 2)	8M
	A320 Grade L7	4 or 7
	A320 Grade B8 (Class 1 and 2)	8
	A320 Grade B8M (Class 1 and 2)	8M
	A320 Grade B8C	8C
	A320 Grade B8T	8T
	A320 Grade B8LN	8LN
	A320 Grade B8MLN	8MLN
	For Class 2 stainless steel grades, strain hardened nuts available as a supplementary requirement
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                Newsletter Signup

                Sign up for our bi-monthly email newsletter for all the latest!

                Sign up
            

        

        
            Buy Direct
			
            
                Portland Bolt provides anchor bolts and nonstandard construction 
                fasteners directly to contractors, steel fabricators, 
                and other companies worldwide.
            

        

        
            Location & Hours
			
            
                Portland Bolt
                sales@portlandbolt.com
                Portland Bolt & Manufacturing Company, LLC 

                
                    3441 NW Guam St., 
                    Portland, OR 
                    97210 USA
                
                

                Hours: Monday - Friday 6 AM to 5 PM PT

                (800) 547-6758 
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